VALVOLA A SFERA - IVRIZ8k==ZE]B - IVR 979/A -979/B

IVR 978

Valvola a sfera a passaggio standard M-F con bocchettone autotenuta e termometro.
Standard bore ball valve M-F auto-seal union connector and thermometer.

Kugelhahan mit Standarddurchgang All mit Anschluss-Stutzen mit Autodichte und
Thermometer

Vannes & sphére passage standardM-F avec raccord union auto-étanche et thermometre.
LUIApPOBOM KpaH C TEPMOMETPOM, 1 CO CTOHOM, C NPOKNaaKoi, coeauHeHne MF,
HWUKENMPOBAHHBIN, 7151 KONMEKTOPOB

IVR 979

Valvola a sfera a passaggio standard M-F con bocchettone autotenuta, termometro e
attacco per sonda di temperatura.

Standard bore ball valve M-F auto-seal union connector, thermometer and sensor
connection.

Kugelhahan mit Standarddurchgang A-i mit Anschluss-Stutzen mit Autodichte,thermometer
und Sondenanschluss fiir Warmezéahler

Vannes a sphére passage standard M-F avec raccord union auto-étanche, thermometre et
raccord pur sonde de temperature

LIApOBOM KpaH C TEPMOMETPOM, 1 CO CTOHOM, C NPOKNaakoi, coeauHeHne MF,
HWUKENMPOBAHHBIN, 7151 KONMEKTOPOB
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Oftone - Brass

| cene- Zeeiy CW 617N-UNI -EN 12165/98

Nichelato - Nickel plated

2 | Seggio - Seat PTFE Nichelato - Nickel plated

Oftone - Brass

8| IepRe - Ce CW 614N-UNI -EN 12164/98

Nichelato - Nickel plated

4 | Guarnizione - Gasket| PTFE

4 Oftone - Brass
CW 617N-UNI -EN 12165/98

Alluminio - Aluninium
GD-AISi 12 Cu UNI 5076/74

7| Dado - Nut Acciaio - Steel

5| Manicotto - Body end Nichelato - Nickel plated

6 | Maniglia - Handle Verrniciato - Painted

Zincato - Zinc plated

8| O-ring - O-ring HNBR

Ottone - Brass
CW 617N-UNI -EN 12165/98

_ Ottone - Brass
10| Steral- i CW 614N-UNI -EN 12164/98

Ottone - Brass
CW 617N-UNI -EN 12165/98

9 | Asta - Stem

Cromato - Chrome plated

11 | Bocchettone - Union Nichelato - Nickel plated

12| Anello - Ring Nichelato - Nickel plated

13| Guarnizione - Gasket| PTFE

_ Ottone - Brass . .
14 | Calofta - Nut CW 617N-UNI -EN 12165/98 Nichelato - Nickel plated

Ofttone - Brass
CW 614N-UNI -EN 12164/98

15| Tappo - Cap Nichelato - Nickel plated

16| Vite - Screw Acciaio - Steel Zincato - Zinc plated IVR 979

Ottone - Brass

17| Clehag - Sizeit CW 614N-UNI -EN 12164/98

Termometro

T Cromato - Chrome plated

Pressione massima di esercizio

Threaded ends

Max working pressure [0y
Temperatura massima di esercizio] 10°C

Max working temperature

Filettatura estremita UNI SO 228/

Asta anfiscoppio
IVR 978 IVR 979 Anti blow-out stem
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IV RVALVOLA A SFERA - IVRIZ8=HReSZETE - IVR 979/A - IVR 979/B

CH

[} 23
F1 1
F2 1
H 48
H1 34
A 86
B 32

18
L 62
CH 36
CH1 46

Dimensioni in mm - Dimensions in mm
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